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2X ROPE LIFTING HANDLES

REFERENCE VIEW

NOTES: UNLESS OTHERWISE SPECIFIED

SEE DRAWING NO. CB-00475 AND PROCEDURE P-1000 FOR1.
         ASSEMBLY AND TEST INSTRUCTION. PROCEDURES AND ASSEMBLY
         DRAWINGS ARE FOR INTERNAL USE ONLY.

ALL TESTING IS PERFORMED IAW BATTERY COUNCIL INTERNATIONAL STANDARDS.2.

DIMENSIONS ARE INCH [MILLIMETER].3.

ALTERNATE BOLT KIT PROVIDED, PART NUMBER 6924.4.

REVISIONS

REV DESCRIPTION DATE APPROVED

 PART NUMBER GPL-3100HC

 NOMINAL WEIGHT 84.5 LBS [38.3 KG]

NOMINAL VOLTAGE 12 V

AMPERE HOUR CAPACITY @ 20 HOUR 
1.75 VOLTS/CELL @ 77°F (25°C) 100

MINUTES OF DISCHARGE @ 25 AMPS 
1.75 VOLTS/CELL @ 77°F (25°C) 230

CONCORDE BATTERY CORPORATIONUNLESS OTHERWISE SPECIFIED
DIMENSIONS ARE IN INCHES
TOLERANCES ARE:
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 GPL-3100HC

BATTERY, 12 VOLT, GPL-3100HC

9/10/24

9/6/24

9/6/24

8/30/24

DH

PH

NS

J. DENDIU

NONE

NONE

      ANGLES

         1°

   DECIMALS        

    .XX  .12        
  .XXX  .060

FRACTIONS       
  
   1/32

ENVELOPE DRAWING

The data/information contained herein has been reviewed and approved for general release on the basis that this document contains no export-controlled information.


	Sheet1
	Drawing View4
	Drawing View5
	Drawing View6
	Drawing View9


